Hoh\steckerbuchse/ 02,1x95,5mm
hollow plug socket
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Input: 15 - 18VDC (min. 36W)
Output:  Ni-MH  Ni-Cd
AA 4300mA  1000mA

AAA 1050mA  250mA c €

Read instructions before use !

Technische Daten Steckernetzgerdt/
technical data plug—in power “supply

Fingangsspannung,/ © 110-240V 50/60Hz
input voltage
Nenn—Ausgangsspannung/ : 15V DC £10%

Technische Daten Tischladegerdt/ nominal output voltage

technical data desk—top charger

Eingangsspannung/: 15 — 18V min.36W Ausgangsstrom/ © 2400mA
input voltage B ‘ . output current
Ladestrome/ © 4300mA £10% fur/for Ni-MH AA Akkus/batteries Betriebstemperatur/ 10C.. 405C

charging currents  1000mA £10% fur/for Ni—Cd AA Akkus/batteries [l operating temperature
1050mA +10% fur/for Ni=MH AAA Akkus/batteries Lagertemperatur/ C-25C....+70C
250mA £10% fur/for Ni—Cd AAA Akkus/batteries storage temperature

Er'hq\te\edung/ © 85mA £10% — AA NNH Gewicht/ : 200g

trickle charge 35mA £10% - AA NiCd weight
30mA +107 — AAA NiMH Schalter blau / switch blue Gehduse/ . Steckergehduse schwarz
10mA £10% — AAA NiCd case

Timer © 40 — 108min abhdngig von Schalterstellung und AkkugroBe /

Gehduse/ . Tischgehduse blau=silber 111x114x51mm, Gewicht: 215g/

case desk—top case blue—silver 111x115x51mm, weight: 215g ikl 4x NIMH 2400mAh Mi M Akk

Gewicht . §70g inkl. Zubendr und verpack e e AR ignon us/

weight / g inkl. Zubehdr und Verpackung/ incl. 4x NIMH 2400mAh Mignon AA rechargeable batteries

Verpackung/ . [Kinzelverpackung, blisterverpackt ca.155x95x245mm (LxBxH)

packaging inkl. mehrsprachiger Bedienungsanleitung VE: 6 Stiick/

individual packaging, blisterpacked approx.155x95x245mm - (LxWxH)
incl. multilingual operating instructions PU: 6 pieces

Anzeigen/ : Ladeanzeige/ : LED rot leuchtet/ LED red permanent on
indicators charging indicator
fir Erhalteladung/ : LED rot aus, LED grin leuchtet/
for trickle charging LED red off, LED green permanent on
Batterie defekt/ : LED rot blinkt/ LED red flashes

faulty battery




